
Stove 85D 
 Art. No. version Description Unit  
 Electronics
 361030 Control panel 85 DP/DU Pcs  
  Without cable
 361039 Control unit, XPS Pcs  
 362102 Fuse 5 A / 10 Pcs Set  
 362104 Fuse 15 A / 10 Pcs Set  
 361020 Hot plate indicator LED Pcs  
 362805 Jumper / 10 Pcs Set  
 362415 Overheat thermostat Pcs  
 362414 Overheat. thermost. compl. 85D Pcs  
  Wire set for overheat therm. and fuel pump
 362304 Power connector, female Pcs  
 362305 Power connector, male Pcs  
 362307 Power connector, support plate Pcs  
 363504 Pump Boost Switch Pcs  
 363502 Software XP/XPS Pcs  
  CD
 
 Wire sets
 363033 Blower lid connector wire 85D Pcs  
 363501 Communication cable Pcs  
 363049 Control panel wire set, 0.8 m Pcs  
 363017 Control panel wire set, 2 m 85DU/86D Pcs  
 363005 Grounding wire set Pcs  
  200 mm
 363404 Power cable with conn. Pcs  
 362301 Short circuit plug Pcs  
 363042 Wire 85D/270 Pcs  
 363052 Wire set glow primer plug Pcs  
 
 Combustion blower
 365312 Combustion blower Pcs  
 
 Burner
 364023 Bottom mat, Ø 85 mm Pcs  
 369024 Burner cylinder complete Pcs  
  Complete, without T4, Glow plug, Fuel nozzle
 363506 Filters Testo 305-2 / 10 pcs Pcs  
 364010 Gasket for glow plug / 5 Pcs Set  
  D 21/13 x 6,0 mm 
 364015 Gasket for T4 thermo element Pcs  
  D24/8x5 mm
 362502 Glow plug 11 V Pcs  
 369011 Outer cylinder for burner Pcs  
 369007 Radiation element Pcs  
 363505 Soot Pump Pcs  
 362601 Thermo element + gasket Pcs  
 
 Fuel systems
 367112 Connector nut, 5 mm / 5 Pcs Set  
 367106 Extension connector, 5 mm Pcs  
 367403 Fuel filter complete Pcs  
 367402 Fuel filter head Pcs  
 367401 Fuel filter,external,stand. / 30015 Pcs  
 367211 Fuel hose, Ø 5 / 2 mm M  
 367306 Fuel pipe (Cu) Pcs  



 367501 Fuel pump FC 1 Pcs  
  Pump FC 1 is delivered with assembly plate (601967)
 364001 Fuel tank gasket Pcs  
  Ø 36,5/27,5 x 3 mm
 367103 Holder bushing 2 x 10 x 0,3 mm / 10 Pcs Set  
 367108 L-connector, 5 mm Pcs  
 363507 Measure glass 100 ml, glass Pcs  
 367119 Mounting set for fuel hose Pcs  
  holder bushing Ø2mm + olive ring Ø5mm + connector nut Ø5mm
 367110 Olive ring, 5 mm / 10 Pcs Set  
 367001 Shield spiral Pcs  
 
 Structure parts
 368604 Ceramic plate with gasket / 85D Pcs  
 364032 Gasket for ceramic plate 85D Pcs  
 364016 Gasket, 1066 Pcs  
  60 / 27 mm
 364025 Rubber gasket 45/15x3 (30011) Pcs  
 364035 Silicon glue, 50 ml Pcs  
 
 Accessories
 30010 Cable 5 m, solenoid valve Pcs  
 2025 Cap for fuel tank Pcs  
  5L,10L,30L
 1160 Cooling fan kit 85DU Pcs  
 602293 Drainage lock Pcs  
 602308 Electrical insulation set Pcs  
 602309 Electrical insulation set Pcs  
 1028 Exhaust pipe, Ø 28 mm, Stainless M  
 107 Fixing plate for 240/85DP Pcs  
  Fixing plate for 240; needed in 85DP with 240
 30014 Fuel filter set Pcs  
 30015 Fuel filter set, standard Pcs  
 300693 Fuel hose assy, with filter Pcs  
 36315 Fuel pipe (Cu), 4 m Pcs  
 3001 Fuel tank fitting, complete / Diesel Set  
  Incl. 30011 and 30012
 2027 Fuel tank, 10 L Pcs  
 4030 Fuel tank, 30 L Pcs  
 300692 Fuel tube, Cu, 4 m Pcs  
 1120 Gimbal-mountings 85DP Pair  
 1030 Heat insulation Ø 30 mm, fiber glass M  
 1066 Hull lead-through Pcs  
 110 Mounting kit 270/85DP Pcs  
 4133 Mounting kit of the plug Pcs  
 1110 Pot holders Set  
 2466 Sealable deck lead-through Pcs  
 30012 Solenoid valve Pcs  
  12V/0,5 A
 30016 Solid Fuel Filter Pcs  
 3467 Standard lead-through Pcs  
 367215 Tank feed through, diesel Pcs  
 30011 Tank fitting / Diesel Pcs  
  RST, 1 m
 1150 Toaster grill Pcs  
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